
Feed the AC power cord from the junction box through 
the hole as shown in the figure on the right then 
connect the AC wires to the terminals. Use a flathead 
screw driver to tighten the screws in the terminal to 
affix the wires. Secure the canopy to the junction box, 
and optionally, using the 4 provided screws, secure the 
canopy to the surround ceiling. Make sure the canopy 
is centered to the junction box and fully covering the 
junction box. 

1 Connect the AC wires 
using the provided wire 
connectors. Connect the 
neutral wire to the white 
(N) cord. Connect the life 
wire to the black (L) cord. 

Note: For circular 3 Royyo 
pendants, only one LED 
driver will be included. 

Cover the rest of the 
unused holes with the 
provided fillers. 

 For circular 6 Royyo pendants,
 use the 6 outer holes.

For circular 3 Royyo pendants,
 use the 3 inner holes.
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Affix the cover 
to the back
plate by using
the two magnets.
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Determine the desired 
hanging height of the 
lamp, gently bend the 
cable 90 degree at the 
desired length, and put it 
into the slot 
of cable lock.

Flip the cable lock to 
the right and click 
into place to lock it.
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First determine the 
desired hanging height 
of the lamp, gently 
bend the cable 90 
degree at the desired 
length, and put it into 
the slot of cable lock.
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Fit the cord from the 
lamp through the
center hole on
the cover.

2

Secure the back 
plate to the 
junction box
by using the two
provided screws
as illustrated. 
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Pull the core wire out 
and fit it into the + 
positive terminal.
Twist the skin of the 
wire and fit it into the - 
negative terminal.


